CARS HAND SLOT RGECING 7ARTS

Recuerde que este articulo no es un juguete y puede contener piezas pequefias que pueden ser tragadas por un nifio.

Este producto se ha terminado artesanalmente para ofrecer las mejores prestaciones.
CONSEJOS:

Recuerde que todos los plasticos estan sujetos a posibles dilataciones y contracciones y es probable que en alglin caso requiera
un leve ajuste entre la bancada y el chasis. Utilice solo guias con el cuello estrecho de 3,6 mm. de diametro. Utilice siempre los
tornillos especiales para carroceria de Sloting Plus ref. SP159901 de 7 mm. de longitud o SP159902 de 9,5 mm. de longitud o en
su defecto, tornillos métricos de M2,1 como maximo. NUNCA utilice tornillos tipo rosca chapa porque romperian el soporte.

Remember that this item is not a toy and contains small parts that can be swallowed by a child.

This product is finished by hand to provide the best performance.
ADVICE:

Remember that all plastics are subject to expansion and contraction and in some cases is probable to require a slight adjustment
between the support motor and the chassis. Use only guides with the stem of 3,6 mm diameter. Always use the special screws for
body ref SP159901 or SP159902 to 9,5 mm long or alternatively, metric screws M2,1 maximum. NEVER use thread screws for
metal or wood

LEA ATENTAMENTE - READ CAREFULLY
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El fabricante se reserva el derecho de modificar y/o cambiar el disefio o partes de los mismos sin previo aviso.
The manufacturer reserves the right to modify and/or change the design or parts thereof without notice.



CHARS HND SLOT RGCING 7ARTS

Recortar y pegar la rejilla negra
Cut and paste the black grid
/

________

SLOTING PLUS recomienda:
Utilice siempre productos de calidad. Utilice productos Sloting Plus.

SLOTING PLUS recommends:
Always use quality products. Use Sloting Plus products.

any Sloting Plus motor
Speed 3 - Speed 5 - Speed 12

. . for a proper movement . .
any SIothnggjlssiiro grip tyre and/or correct fastening of solid axle 2,S?:SO>;i;,SSme (3/32”)
support motor, use::
SP030001

SP159901 M2,1 x 7 mm x 4 u.
SP030002

any hollow or solid axle
2,38 x 52,5 mm (3/32”)
SP042052- SP041052

any Sloting Plus
inline crowns
224 - 725 - 726 - 227

screw to fixing motor
flat head M2 x 4

. SP153604
any guide or copper

braid to Sloting Plus

America, BBS, Monaco, Universal or any Sloting Plus wheel
any Sloting Plus electric cable front 15,9 x 8,5 mm
cut to 7 cm approx. Length rear 15,9 x 8,5 mm.
SP107020 - SP107031 - SP107041
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