
Press lightly on the base/support to fit the tab body (red circle). 
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We recommend stick on with bi-component glue or similar the support/base with the body  
to prevent unintentional movement (red circle). 

The manufacturer reserves the right to modify and/or change the design or parts thereof without notice. 

WWW.SLOTING.COM 

Monaco, Universal or any Sloting Plus wheel  
front 15,9 x 8,5 mm 

   rear 15,9 x 8,5 mm. 

any hollow or solid axle   
2,38 x 52,5 mm (3/32”) 
SP042052- SP041052 

 any Sloting  Plus electric cable  
cut to 7 cm approx. length 

SP107010 - SP107020 - SP107030 - SP107040 

 any  Sloting  Plus Zero grip tyre 
SP031570  
SP031590 
SP031999 

 any  Sloting  Plus 
inline crowns  

Z24 - Z25 - Z26 - Z27 

screw to fixing motor  
flat head M2 x 4  

SP153604 
 any guide or copper 
braid to Sloting  Plus 

for a proper movement 
and/or correct fastening of 
support motor, use:: 
SP159901 M2,1 x 7 mm x 4 u. 

solid axle  2,38 x 52,5 mm (3/32”) 
SP041052 

 any  Sloting  Plus motor 
Speed 3 - Speed 5 - Speed 12 


