
Ejercer una ligera presión en la base/soporte  para encajarla en la pestaña de la carrocería (círculo rojo).  
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Aconsejamos pegar con cola tipo bi-componente o similar la base/soporte a la carrocería  
para evitar movimientos no deseados (círculo rojo). 

WWW.SLOTING.COM 
El fabricante se reserva el derecho de modificar y/o cambiar el diseño o partes de los mismos sin previo aviso. 

Monaco, Universal or any Sloting Plus wheel  
front 15,9 x 8,5 mm 

   rear 15,9 x 8,5 mm. 

any hollow or solid axle   
2,38 x 52,5 mm (3/32”) 
SP042052- SP041052 

 any Sloting  Plus electric cable  
cut to 7 cm approx. length 

SP107010 - SP107020 - SP107030 - SP107040 

 any  Sloting  Plus Zero grip tyre 
SP031570  
SP031590 
SP031999 

 any  Sloting  Plus 
inline crowns  

Z24 - Z25 - Z26 - Z27 

screw to fixing motor  
flat head M2 x 4  

SP153604 
 any guide or copper 
braid to Sloting  Plus 

for a proper movement 
and/or correct fastening of 
support motor, use:: 
SP159901 M2,1 x 7 mm x 4 u. 

solid axle  2,38 x 52,5 mm (3/32”) 
SP041052 

 any  Sloting  Plus motor 
Speed 3 - Speed 5 - Speed 12 


